PRIORI Series T2 Fluorescent

AMERICAN LIGHTING UnderCabinetLight
043T Series

DESCRIPTION

e sleek, low-profile PRIORI Series T2 uses the latest in sub-miniature
fluorescent technology. e high-output T2 lamp generates 3500°K
white light with a Color Rendering Index (CRI) of 90. Electronic ballast
provides “instant on” and eliminates the flicker and hum typically
associated with fluorescent lighting. Modular design allows units to be B
linked together. Cool operating, energy e cient lamp delivers up to -
8,000 hours of lamp life. '

SPECIFICATIONS ELECTRICAL
Dimensions: Voltage:
15/16" high by 3" deep. Available in 10", 14", 120
22", 28" and 32" lengths.
Portable:
Construction: Use power cord with molex connector and grounded plug, Item Number
Heavy-gauge, extruded aluminum with plastic end 043A-72-PC180-WHL1 or 043A-72-PC180-BK1.
caps and slim, plastic ventilation spacers between
fixture housing and mounting surface to minimize Direct Wire:
heat. Use direct wire box, Item Number 043J)-BR1 or 043J-WH1, which
includes one 12" extension cord. See DIMENSIONAL DATA
Finishes: for locations of 3/8" knockouts.
Plated Bronze and powder-coated White.
Multiple Fixtures:
Reflector: Install end-to-end using built-in male/female molex connectors, or space
Full-length aluminum reflector with specular fixtures using optional 12", 24", and 36" extension cords. Extension cords
surface maximizes light output. can be interconnected to create longer lengths as needed. See accessory
list for item numbers.
Lamp:
120V Tri-phosphor T2 Fluorescent lamp with ORDERING INFORMATION
sub-miniature base. Projected 8,000-hour life. 043T —
Available in 6, 8, 13, 18 and 24 watts. T 1 T
Warm white 3500°K light and CRI of 90. T2 Size Color
Series  06-120-10 = 6 watts, 120V, 10" BR1 = Bronze
Lens: Fluorescent 08-120-14 = 8 watts, 120V, 14" WH1 = White
Clear, prismatic, full-length glass lens for even light 13-120-22 = 13 watts, 120V, 22"
distribution. Captive lens cover and magnetic 18-120-28 = 18 watts, 120V, 28"
closure securely hold lens to fixture housing. 24-120-32 = 24 watts, 120V, 32" 3 = 9
Hinged design allows for easy re-lamping. g § m
a >
Mounting: Power cords, direct wire boxes and extension cords i E
Mount at or near the leading edge of the are sold separately.
underside of cabinetry, shelving, or any See next page for accessory information.
horizontal surface that is at least 5/8" thick. -
Optimized for fast, modular installation using N\ Ve ;;.
keyhole mounting slots and male/female molex ~ — I
connectors. = x S
Safety Ratings: / | \ b
c/UL/us Listed for indoor applications. AMERICAN LIGHTING
Maximum Run:
Linkable up to 720 watts using PRIORI Series T: 800.880.1180
extension cable(s) or by butting ends together. F:303.695.7633




PRIORI Series T2 Fluorescent
AMERICAN LIGHTING UnderCabinetLight

043T Series
Power cords, direct wire boxes and extension cords are
sold separately.
POWER ACCESSORIES PHOTOMETRIC DATA
043] -

T T ,,
Direct Finish PRIORIT2 14
Wire BR1 = Bronze A:72.3 Al:31.9

Box WHI1 = White B:66.8 BI:29
C :52.2 Cl:24
043A-72-PC180 -
T T D245 D||42
Six foot power cord Color
with grounded plug  BK1 = Black
and molex connector WH1 = White Data shown above, expressed in foot candles, is a result of a single

fixture. Counter top reflectance 80%. Rear wall reflectance 80%. See
diagram for points of measurement.

LINKING ACCESSORIES

043A - -
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Accessory Length Color ‘ ‘ ‘ ‘
Item 12-EX = 12" BK1 = Black
24-EX = 24" WH1 = White
36-EX = 36" ' '

REPLACEMENT LAMPS
043A -
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Accessory Wattage (M.O.L.*)

Item  06-T2BULBI = 6 watts (8%/16") ]
08-T2BULB1 = 8 watts (125/5") : B
13-T2BULBI1 = 13 watts (20%16") 7/ 1
18-T2BULB1 = 18 watts (26%/4") '
24-T2BULBI = 24 watts (30%/4") |
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*Maximum Overall Length

PRIORI T2 INSTALLATION EXAMPLE
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Six foot power cord Direct Wire Box PRIORI T2
(043A-72-PC180) (043J-BR1/WH1) (043T) Extension cord
includes one (043A-EX)
043A-12-EX

PRIORIT2
(043T)






