
Ultra Thin Fluorescent
ALFLT4 Series

T: 800.880.1180
F: 303.695.7633

DESCRIPTION
�is high output, low profile light will work in almost any applica-
tion necessary; under cabinets where there is limited space, work 
areas, and many tight spaces. �e Ultra �in Fluorescent is packaged 
with a plug-in power cord, in-line connector, 24” linkable connector 
and lamp rated for 8,000 hours of maintenance-free use. �is fixture 
comes in two lengths, 15-1/2" (8 watts) and 21-1/4" (16 watts). 

SPECIFICATIONS
Dimensions:
15-1/2” or 21-1/4” nominal lengths by 1-1/4” tall by 
3/4” wide.
 
Construction:
Solid plastic housing with clear linear prismatic 
plastic lens.
 
Finishes:
White.

Reflector:
None.
 
Lamp:
T4 tri-phosphor Fluorescent lamp with bi-pin base. 
Projected lamp life 8,000 hours. Available in 8 watts 
and 16 watts. Warm white 3100ºK light and CRI.
 
Lens:
Full length clear linear prismatic plastic lens for 
greater light distribution. Snap-in design allows for 
easy lamp replacement.
 
Mounting:
Mount to underside of cabinets or shelving with 
plastic clip-in brackets (included). Mounting screws 
included.
  
Safety Ratings:
c/UL/us for indoor applications only.
 
Maximum Run:
Link up to ten units using 2” in-line connector or 
24” linkable connector (included).

Switching:
Touch switch provides On/Off control at each unit. 
Multiple units in a run can be switched indepen-
dently. LED indicator light identifies switch 
location in dark.

ELECTRICAL
Voltage:
120

Portable:
Two prong, polarized plug on a six-foot power cord with molex 
connector that snaps into molex port on end of fixture housing 
(included).

Direct Wire:
Not designed for direct wire installation.

Multiple Fixtures:
Link up to ten units together using 2” in-line connector and 24” linkable 
extensions (included).

See next page for ordering information.



ORDERING INFORMATION

ACCESSORY INFORMATION

INSTALLATION EXAMPLE

PHOTOMETRIC DATA

ALFLT4

Series Size
15 = 15-1/2”, 8 watts

21 = 21-1/4”, 16 watts

Data shown above, expressed in foot candles, is a result of a single 
fixture. Counter top reflectance 80%. Rear wall reflectance 80%. See 
diagram for points of measurement. 

ACCESSORY INFORMATION
ALFL8B 8 watts, 3100°K Tri-phosphor T4 lamp 
ALFL16B 16 watts, 3100°K Tri-phosphor T4 lamp

Power cord
(included)

Ultra Thin Fluorescent
(ALFLT4)

Ultra Thin Fluorescent
(ALFLT4)

Extension cord
(included)

Ultra Thin Fluorescent
ALFLT4 Series

Ultra Thin Fluorescent Light

A) 28.8 A1) 33.2

B) 32.9 B1) 35.9

C) 29.2 C1) 30.5

D) 23.8 D1) 23.2



DIMENSIONAL DATA

Ultra Thin Fluorescent
ALFLT4 Series


