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MAKING CAPPUCCINOS

Follow the instructions for “Making Espresso” but add 2 oz (50 ml) of water to the volumes indicated.

B An authentic cappuccino is made using 1/3 espresso, 1/3 hot steamed milk and 1/3 frothed milk.
We recommend frothing the milk before making the coffee.

B Pour 4 to 6 oz (100 to 150 ml) of fresh, cold milk into a small pitcher. Do not use a pitcher cleaned
with hot water and still warm. The pitcher should fit underneath the cappuccino nozzle. We recom-
mend using 1 or 2% milk for a stiff, dense froth. Use whole milk if you prefer a creamy froth.

B Turn the knob to “Steam” position.

B When the steam starts coming out of the nozzle, immerse the nozzle in
the pitcher of milk and make circular movements going up and down to
froth the milk. It is important not to have the nozzle touch the bottom of
your pitcher.

B Once the milk is frothed, put a cup underneath the filter holder. Turn the
knob to the “Coffee” position.

H Once the coffee has finished dripping, spoon on the frothy milk to finish the cappuccino. Never remove
filter holder or open boiler cap without having released remaining pressure. (See CAUTION-PRES-
SURE)

ATTENTION!

Clogged Steam nozzle:

Milk residue will build up in the tip of the steam nozzle after frothing milk. To avoid clogging, remove
the plastic housing of the cappuccino nozzle once appliance is cold, for easy cleaning. Then follow «clea-
ning the steam nozzle» as described in the section «Cleaning the Cappuccino Nozzle».

H Don't forget to replace the tip of the nozzle and screw on tightly.

o
| — b



notice KRUPS XP1020-0828035.gxd:-0828035 04/08 14:59 Page 11

MAKING CAFFE LATTES

M Follow the instructions for “Making Cappuccinos” with the following proportions: 2/3 frothy milk,
1/3 espresso, and if desired you may spoon some milk foam on top.

STEAMING WITHOUT MAKING ESPRESSO

Steam is used to froth milk and also to reheat water (tea, hot drinks).

Bl Check that the appliance is unplugged and that there is no contained pressure. (See CAUTION-
PRESSURE)

B Measure out a small amount of water and pour into tank. For example: 2 oz (50 ml) of liquid to heat
4 0z (100 ml) of liquid.

Important: for maximum efficiency, avoid putting more than 4 oz (100 ml) of water into the
tank.

1

B Plug in the appliance.

’ M Tightly screw on the boiler cap.
B Immerse the steam nozzle in the liquid to be heated.

M Turn the knob to “steam”.

B The ON/OFF pilot light will light up.
W Steam is produced after 2 to 3 minutes preheating.
B Once the liquid is hot, turn selector knob back to “Off” (b1) and unplug the appliance.

If you do not need all the water for steaming, proceed as follows:

M Turn off the machine.

M Release the remaining steam pressure into another container.

M Before turning the knob again, turn the knob to “steam” (b3) to remove any steam, take care to put a
cup underneath the steam nozzle.

@ CAUTION !
Do not turn the selector knob back to "Off" (b1) before all steam is released! (See CAUTION

- PRESSURE)
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ATTENTION!
The plastic housing of the cappuccino nozzle (g) has 2 fine holes at the top which draw air into the milk.

If those holes get clogged, the milk will not be frothed properly. Therefore, do not dip the cappuccino
nozzle in milk or froth up to those holes.

ATTENTION!
Immediately after use, wash the steam nozzle with a moist sponge.

CLEANING AND SERVICING

B Unplug the appliance and let it cool down completely before you clean it.

M Occasionally wipe the outside of the appliance with a damp cloth.
Regularly wash and dry the drip tray and its grid.

H Do not use alcohol-based or abrasive cleaning products or solvents.

B Regularly clean the grid through which the hot water passes with a damp
sponge.

B Important: Never use soap or other cleaning agents as it will impact the
taste of your beverages.

CLEANING THE CAPPUCCINO NOZZLE

Clean the steam nozzle each time after you have immersed it in the milk, otherwise the inside of the
nozzle becomes clogged and the milk deposits on the outside harden and become difficult to remove.
M If clogging does occur, remove the plastic housing of the cappuccino nozzle (g) once appliance is cold
and then unscrew the tip of the steam nozzle.

Remove all milk particles using a sewing needle and rinse under the faucet. Replace nozzle tip making
sure to screw it on tightly. Wipe off the outside of the nozzle with a wet cloth. The plastic housing of
the cappuccino nozzle should be rinsed in warm water. If the small suction openings are clogged up,
they can be opened with a small needle.

/3\ CAUTION !
Do not try to open or disassemble the main body of the machine.

DECALCIFYING THE ESPRESSO SIDE

The warranty does not cover faulty or broken espresso machine due to not being descaled.

Ml Due to the acidity of the cleaning solution, we recommend protecting your worktop and sink during
the descaling process, especially if it is made of marble or stone. Isolate your appliance with a tea
towel, a tablecloth or a tray that you do not require.

The espresso machine must be decalcified regularly. The frequency depends on the hardness of your

water and how often you use the espresso machine.

Before descaling, the brewing sieve on the brewing head must first be screwed off.

1. Remove all lime and coffee residues from the brewing sieve and the brewing head.

2. Remove the plastic housing of the cappuccino nozzle (g).
As a descaling agent we recommend the use of Krups descaling solution N°FO54 available at authorized
Krups retailers and Service Centres or by contacting your respective countries Customer Service
Department.

o
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3. Dissolve a packet of KRUPS descaling solution in 10 0z/300 ml of lukewarm water and pour into
the boiler container and screw back the cap. Put a container under the brewing head and another
under the steam nozzle.

(Note: Do not secure the filter holder (c) during decalcification).

4. Open the steam valve and turn on the appliance. Allow the descaling solution to run out of the
espresso outlet and the steam nozzle.

5. After each brewing cycle, switch off the appliance and allow the appliance to cool down.

6. Repeat this operation once again.

Following this, allow 2 boiler containers of clear water to run through the system. Switch off the
appliance. Allow the appliance to cool down. Insert the brewing sieve into the brewing head again and
push the plastic housing of the cappuccino nozzle onto the steam nozzle.

TROUBLESHOOTING

Solutions

Problems Probable Causes

Espresso

Ground coffee too fine. Use more coarsely ground coffee.

Filter blocked.

The coffee drips too slowly.

Clean it with a brush.

Water passage grid is clogged. |Clean the appliance when cold.

Presence of scale. De-Scale the appliance.

Clean them with hot water.

The coffee drips too slowly.

Dirty filter-holder or dirty filter.

Ground coffee too fine.

Use more coarsely ground coffee.

The coffee doesn't drip.

Knob in the “Steam” position (b3).

Turn knob to the “Coffee” position
(b2).

The espresso leaks onto the
filter holder sides.

Filter holder is clogged up.

Remove any excess ground coffee.

Filter holder badly positioned.

Put it back into place and lock it
into position.

Bad taste.

Insufficient rinsing.

Follow the rinsing instructions.

Steam

Water runs out of the filter
holder.

Knob in “Coffee” position (b2).

Turn knob to “Steam” (b3).

Little or no steam in “steam”
position.

Knob opened too early.

Close the “Steam” knob for 2
minutes.

the milk.

The steam nozzle doesn't froth

Blocked steam nozzle.

Rinse out the steam nozzle.

Whole milk used.

Use 1 or 2% milk.

Milk not fresh or cold enough.

Always use very fresh, cold milk.

Container doesn't have the right
shape.

Use a small diameter container-
neck (small jug).

If troubleshooting does not help, please reference warranty or call your respective countries Consumer
Service Department. Before calling consumer service, please have the model/type number from bottom

of appliance.
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LIMITED WARRANTY

This KRUPS product is warranted for 1 year from the date of purchase against defects in material
and workmanship. During this period, the KRUPS product that, upon inspection by KRUPS, is
proved defective, will be repaired or replaced, at KRUPS' option, without charge to the customer.
IF a replacement product is sent, it will carry the remaining warranty of the original product. This
warranty does not apply to any defect arising from a buyer's or user's misuses of the product,
negligence, failure to follow KRUPS' instructions, use on current or voltage other than that
stamped on the product, wear and tear, alteration nor repair not authorized by KRUPS, or use for
commercial purposes.

THE WARRANTIES SET FORTH HEREIN ARE EXCLUSIVE AND NO OTHER
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ANY
WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR
USE, ARE MADE BY KRUPS OR ARE AUTHORIZED TO BE MADE WITH RESPECT OF
THE PRODUCT.

Some states do not allow limitation on how long an implied warranty lasts and do not allow the
exclusion of incidental or consequential damages, so the above limitations may not apply to you.
This warranty gives you specific legal rights, and you may also have other rights, which vary from
state to state.

If you believe your product is defective, bring the product (or send it, postage prepaid) along with
proof of purchase to the nearest authorized KRUPS Service Center. (Please contact your
respective country’s consumer service department, indicated below for the address of the nearest
authorized KRUPS Service Center.)

If you send the product, please include a letter explaining the nature of the claimed defect.
If you have additional questions, please call our Consumer Service Department at:

United States : 1-866-668-0325; Canada : 1-800-418-3325;
Mon - Fri 8:00 a.m. - 6:30 pm (EST). Mon — Fri 8:30 a.m. — 4:30 p.m. (EST)
www.krupsUSA.com www.Krups.ca

Please note hours are subject to change.

Before calling the Consumer Service Department, please have the type number of your KRUPS
appliance available. You must have this information before calling our Consumer Service
Department so that we may better answer your questions. The type number can be located by
looking at the bottom of your appliance.

Any general correspondence can be addressed to:

Groupe SEB USA Groupe SEB Canada Inc.
2121 Eden Road 345, avenue Passmore
Millville, NJ 08332 Toronto, Ontario

Canada M1V 3N8

Only letters can be accepted at this address. Shipments and packages that do not have
a return authorization number will be refused.





