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Assembly Instruction & Parts Identification
SPLAT BACK COUNTER STOOL

MODEL: 373/477-BS297KD

: Carefully lay the Chair Back flat on a smooth soft surface. Place the Seat Rim onto the Chair Back, ensuring that attached

dowels are fully inserted and that the pre-drilled holes are aligned.

Starting at the corner blocks of the Seat Rim, secure Seat Rim to Chair Back using a 70mm JCBC Bolt,Lock Washer and
Flat Washer for each of the pre-drilled holes. Tighten with provided Allen Key.

Continue affixing Seat Rim to Back using 40mm JCBC Bolt, Lock Washer and Flat Washer for each of the two pre-drilled
holes at the rear of Seat Rim. Tighten with provided Allen Key.

: Insert each Side Stretcher into the pre-drilled holes on the Chair Back legs, ensuring that the screw holes on the Side

Stretcher are facing down. Connect RSF Front Leg and LSF Front Leg with Front Stretcher,ensuring that the screw holes
on the Front Stretcher are facing down.

Affix Front Legs to corresponding pre-drilled front corners of Seat Rim using 60mm JCBC Bolt, Lock Washer and Flat
Washer and insert Side Stretcher into Front Legs. Tighten connections with provided Allen Key.

Insert and tighten 1.1/4" Wood screws into down-facing screw holes on each of the Side Stretchers and Front Stretcher.
Secure with screwdriver ( not provided ).

: Carefully turn assembled stool upside down onto Seat Cushion and attach Seat Rim and Seat Cushion by screwing the

M3.5x16mm Wood Screws into each of the three pre-affixed metal L-brackets on Seat Rim.

: Carefully turn chair to upright position, ensuring that all connections are securely tightened prior to use.
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