
STOP!!! PLEASE READ THE ENTIRE INSTRUCTIONS CAREFULLY BEFORE USING THIS PRODUCT.
DIFFERENT INSTALLATION METHODS REQUIRE DIFFERENT PREPARATION.

INSTALLATION INSTRUCTIONS

The product is made to install over smooth flat surfaces. Surface must be clean, dry and free of any loose
or crumbling debris. All holes or damage must be repaired prior to installation. In all instances, the surface
must be primered prior to installation of the tiles with a PVA Primer/Sealer.

A light sanding with a high grit sandpaper could be beneficial before primer is applied. This would be extra
important if you are going to primer over glossy plaster or a gloss paint to dull the surface and create a
tooth for bonding.

STEP 2: INITIAL SURFACE PREPARATION

STEP 2: TILE PREPARATION

If the tiles will be installed
without using the provided
adhesive strips, they must
be removed before primer
is applied.

Let tiles acclimate at least 48 hours in the environment they will be installed in. If you are not planning to paint the tiles, Wall Flats can be
adhered to the wall directly out of the box using the supplied adhesive strips. If you plan to paint the tiles and use adhesive strips or spray
adhesive, it is recommended to primer both sides of the tiles first. The tiles will warp if primer is applied to one side only. The warping will
make adhering the tiles to the wall evenly impossible. Painting primer on both sides eliminates this. Tiles must primered and dry on a flat
surface to prevent warping. The primer also allows for maximum adhesion of the tile to the prepared wall surface, and allows the front side
to be painted. The tiles can be primered with a brush, roller or sprayer. Pay special attention to avoid excess paint build-up in the grooves of
some designs. If you are installing the tiles using tile mastic, the tiles do not need to be primered. Once the mastic is completely dry
the front of the tiles can be primered and painted on the wall.

Tiles can be spray primed with a PVA Primer/Sealer in bulk on a large flat surface. Surface must be flat to prevent warping. Apply two thin
coats of primer to minimize warping opposed to one heavy coat. Flip tiles over and apply two thin coats to the opposite side. If you are
going to spray primer the tiles off the wall both sides must be done to offset warping. Spray the backside first and the front side second.
This will keep the front surface clean.

If you are using the
provided adhesive strips,
just primer right over them
before peeling. Primer the
entire back of the tile.

When primering the
edges, brush away from
the edges. Do not brush
toward the tile, as this can
cause excess primer build
up on the front edges.

Allow back to dry
according to the primer
manufacturer's suggested
drying times. Flip the tiles
and primer the front side.

When primering the
edges brush away from
the edges. Do not brush
toward the tile this can
cause excess primer build
up on the back edges.

Once the tile is completely
dry, lightly sand the edges
with a 350 grit sandpaper
to remove any excess
primer build-up.

BRUSH PRIMERING THE TILES

(continued on next page)

STEP 1: PREPARATION: ITEMS AND TOOLS NEEDED

350 GRIT SANDPAPER

UTILITY KNIFE

LEVEL

METAL RULERPAINTERS TAPE

OPTIONAL

PAINTING SUPPLIES

ADHESIVES
CARPET TAPE

MASTIC

FINISHING NAILS
(FOR PERMANENT INSTALLS ONLY)

TIP BURNISH TAPE DOWN BEFORE PRIMERING TO ENSURE NO PRIMER GETS UNDER THE TAPE

PAINTABLE SILICONE
JOINT
COMPOUND OR

PRIMER / SEALER
DRYWALL PAINT

PAINT SPRAYER

WALLPAPER
SEAM ROLLER


