mMOEN Specifications

Buy it for looks. Buy it for life.®

DESCRIPTION

 Brass construction

» 1/2"IPS connections will accept standard ball nose
connection for 3/8" tubing

« Diverter valve includes an integral vacuum breaker

 Includes pop-up waste assembly

OPERATION

» Handles have 180° rotation

» Hot side counterclockwise to open (clockwise to close)

 Cold side clockwise to open (counterclockwise to close)

« Water flow is diverted by turning the knob counterclockwise

for fill and clockwise for rosetta spray
CARTRIDGE _ MePACT VALVE
« 94831 diverter cartridge Widespread Bidet Rough-in Valve
o 1224 cartridge design with hot and cold valves
* Nonmetallic and stainless steel material .
STANDARDS Model: 9200
When Trim Kit is added to M<Pact valve, the product is:
« Third party certified by CSA to meet CSA B-125, ASME NOTE: Minimum Diameter Holes for Installation
A112.18.1M and all applicable requirements referenced therein Diverter Valve - 1” (25mm)
WARRANTY Handle Valves - 1-1/8” (29mm)
« Lifetime limited warranty against leaks, drips and Spray Nozzle - 5/8” (16mm)
finish defects to the original consumer purchaser Lift Rod Escutcheon - 1/2” (13mm)

* 5year warranty if used in commercial installations . .
y y NOTE: Maximum Hole Diameter 1.5"

NOTE: The 9200 valve can not be used with
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Q) MOEN

Buy it for looks. Buy it for life.®

DESCRIPTION

e Metal construction with a chrome plated, Platinum, LifeShine’
Polished Brass, Satine”, Classic Gold, or Nickel finish.
Ceramic construction with Pebbled Cream or Seaspray finish.

e Installed on 6" (152mm) to 16" (406mm) centers

e 1/2"IPS connections will accept standard ball nose
connection for 3/8" tubing

« Diverter valve includes an integral vacuum breaker .

 Includes metal pop-up type waste assembly ASCERI . COLLI.ECTIQN

OPERATION Two Handle Bidet Trim with Metal

« Lever style handles, 180° rotation Waste Assembly

* Hot side counterclockwise to open (clockwise to close)

+ Cold side clockwise to open (counterclockwise to close) Models: 75280, T5280CP,

« Water flow is diverted by turning the knob counter T5280CPM. T5280STV. T5280CGPC
clockwise for fill and clockwise for rosetta spray ’ '

STANDARDS Valve: 9200

e Third party certified by CSA to meet CSA B-125, Discontinued Models: T5280NLBL,
ASME A112.18.1M and all requirements referenced therein

WARRANTY T5280CGSA

 Lifetime limited warranty against leaks, drips and _
finish defects to the original consumer purchaser NOTE: The 9200 valve can not be used with

e 5yearwarranty if used in commercial installations Non Rim Flush Bidet Fixtures

NOTE: Minimum Diameter Holes for Installation
Diverter Valve - 1” (25mm)
Handle Valves - 1-1/8” (29mm)
Spray Nozzle - 5/8” (16mm)
Lift Rod Escutcheon - 1/2” (13mm)
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Specifications

DESCRIPTION

- Metal construction with chrome plated, LifeShine® brushed nickel,
or LifeShine® brushed bronze finishes

- Forinstallations from 6” (152mm) to 16” (406mm) centers

- 1/2"IPS connections will accept standard ball nose connection
for 3/8" tubing

- Diverter valve includes an integral vacuum breaker

- Includes metal pop-up waste assembly
Includes 9200 valve

OPERATION
- Lever style handles, 180° rotation
- Rotate hot side handle counterclockwise to open and clockwise to close
- Rotate cold side handle clockwise to open and counterclockwise to close
- Water flow is diverted by turning the knob counterclockwise for fill and
clockwise for rosetta spray

CARTRIDGE
- 94831 diverter cartridge
- 1224 cartridge design with nonmetallic/nonferrous
and stainless steel material SavvyTM

STANDARDS :
- Third party certified to CSA B125, ASME A112.18.1M, and all Two-Handle Bidet Faucet

applicable requirements referenced therein

WARRANTY Models: S495, S495BN, S495BB

- Lifetime limited warranty against leaks, drips and finish defects
to the original consumer purchaser
- 5year warranty if used in commercial installations

NOTE: Can not be used with Non Rim Flush Bidet Fixtures
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NOTE: MINIMUM DIA. HOLES FOR INSTALLATION
Diverter Valve = 1" (25mm)

Handle Valves = 1-1/8” (29mm)

Spray Nozzle = 5/8” (16mm)

Lift Rod Escutcheon = 1/2” (13mm)

CRITICAL DIMENSIONS
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Q) MOEN

Buy it for looks. Buy it for life.®

DESCRIPTION

e Metal construction with chrome plated, chrome w/porcelain,
chrome w/LifeShine’ polished brass accents, LifeShine®
polished brass, LifeShine brushed nickel or satine w/LifeShine’
polished brass accents

* Installed on 6" (152mm) to 16" (406mm) centers

» 1/2"IPS connections will accept standard ball nose connection

for 3/8" tubing

Diverter valve includes an integral vacuum breaker

Includes metal pop-up type waste assembly

Includes porcelain handles

Includes hot (red) and cold (blue) temperature indicators

OPERATION

 Lever style handles, 180° rotation (less handle inserts)

Hot side counterclockwise to open (clockwise to close)

Cold side clockwise to open (counterclockwise to close)

Water flow is diverted by turning the knob counter

clockwise for fill and clockwise for rosetta spray

CARTRIDGE

e 94831 diverter cartridge

Specifications

68

CASTLEBY™
Two Handle Bidet with Metal Waste
Assembly

Models: T5230, T5230BN, T5230CP,
T5230CPC, T5230ST
Valve: 9200

Discontinued Model: T5230P

e 1224 cartridge design for hot and cold valves NOTE: The 9200 valve can not be used with
* Nonmetallic and stainless steel material Non Rim Flush Bidet Fixtures
STANDARDS
» Third party certified by CSA to meet CSA B-125, . o ) )
ASME A112.18.1M and all requirements NOTE: M.lnlmum Dlamet"er Holes for Installation
referenced therein Diverter Valve - 1" (25mm)
WARRANTY Handle Valves - 1-}/8 (29mm)
« Lifetime limited warranty against leaks, drips and Spray Nozzle - 5/8” (16mm)
finish defects to the original consumer purchaser Lift Rod Escutcheon - 1/2” (13mm)
» 5year warranty if used in commercial installations
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Specifications

DESCRIPTION
Metal construction with chrome plated, LifeShine® brushed nickel
or oil rubbed bronze finish
- For installations from 6” (152mm) to 16” (406mm) centers
- 1/2"IPS connections will accept standard ball nose connection
for 3/8" tubing
- Diverter valve includes an integral vacuum breaker
Includes 9200 valve
OPERATION
- Lever style handles, 180° rotation
- Rotate hot side handle counterclockwise to open and clockwise to close
- Rotate cold side handle clockwise to open and counterclockwise to close
- Water flow is diverted by turning the knob counterclockwise for fill and
clockwise for rosetta spray
CARTRIDGE
- 94831 diverter cartridge
- 1224 cartridge design with nonmetallic/nonferrous
and stainless steel material
STANDARDS
- Third party certified to CSA B125, ASME A112.18.1M, and all
applicable requirements referenced therein

WARRANTY Two-Handle Bidet Faucet
- Lifetime limited warranty against leaks, drips and finish defects Models: 5445, S445BN, S4450RB

to the original consumer purchaser
- 5year warranty if used in commercial installations

NOTE: Can not be used with Non Rim Flush Bidet Fixtures
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Q) MOEN

Buy it for looks. Buy it for life.®

DESCRIPTION

e Metal construction with a chrome plated, LifeShine®
polished brass, satine” or platinum finish.

e Installed on 6" (152mm) to 16" (406mm) centers

e 1/2"IPS connections will accept standard ball nose
connection for 3/8" tubing

» Diverter valve includes an integral vacuum breaker

e Includes metal pop-up type waste assembly

OPERATION

 Lever style handles, 180° rotation

¢ Hot side counterclockwise to open (clockwise to close)

» Cold side clockwise to open (counterclockwise to close)

* Water flow is diverted by turning the knob counter
clockwise for fill and clockwise for rosetta spray

CARTRIDGE

e 94831 diverter cartridge

e 1224 cartridge design for hot and cold valves

¢ Nonmetallic and stainless steel material

STANDARDS

e Third party certified to meet CSA B-125,

ASME A112.18.1M and all requirements referenced therein

WARRANTY

 Lifetime limited warranty against leaks, drips and
finish defects to the original consumer purchaser

* 5year warranty if used in commercial installations
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Specifications

@ g

MONTICELLO®
Two Handle Bidet with Metal
Waste Assembly

Models: T5270, T5270P, T5270PM, T5270ST

NOTE:

NOTE:

Valve: 9200

The 9200 valve can not be used with
Non Rim Flush Bidet Fixtures

Minimum Diameter Holes for Installation
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HANDLE INSERTS

e

DECK THICKNESS

5-1/8"
i MECHANISM | | | 30
3-3/4"
(95mm) T
= 21/ .
ESCUTCHEON (64mm) 512m)
2-3/16" (56mm) ! CRITICAL mm
DIAMETER  \ >}—— { LEVEL ] l
\ / w = ) SPRAY
= 1-1/4" (32mm) MAX.
= % [v Bamm) NOZZLE

[—

FLEXIBLE

CONNECTORS

LIFTROD

COLD

INL‘ET

b

—

2-1/8"
(53mm)

VAN

A

7/8"
(22mm)
MAX.

? ¥

3/8"DIA.
SUPPLY

=H

TUBE

CRITICAL DIMENSIONS

(DO NOT SCALE)

Rev. 11/06

FOR MORE INFORMATION CALL: 1-800-BUY-MOEN

www.moen.com







<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


